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PRODUCT SPECIFICATION

Part No.: QSFP28-100G-CUXM

Description: 100G QSFP28 Direct Attach Cable, DAC 0.5-5m

Release Date Rev. Revision Change Description

2017/09/07 A0 Nzw Release

2021/02/28 Al YUpdate

2025/09/21 A2 }No From XF to QS
Features O Application

AN

Up to 5m transmission

R IR

RoHS compliant

Single +3.3V power supply

Up to 28.3125Gbps data rate per channeIO

Operating case temperature: 0° C

< 100G Ethernet

Standard

< Compliant with the SFF-8665
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Pin Assighment

38 GND 1 — GND 1
37 Txin — TX2n 2
36 Txip I C——1 TX2p 3
35 gnD = I GND 4
34 Txan [ ) B un s
33 Txsp (I el B 7ndp s
32 GND | — c ———1 GND 7
31  LPMode [ @ ————1 Modsell &
30 Veel _ O ——1 ResetlL 9
20 vecTx [ & B veerr 10
28 IntL C——1 a C——1 SCL 11
27  ModrrsL [ m C———1 SDA 12
26 GND ——1 a —1 GND 13
25 RX4, C—1 «Q ——1 RX3p 14
o4 mxan ® B Ron 15
23 GND ——— ——— GND 16
22 Rxzp —1 AXip 17
21 Rxzn —————1 AX1n 18
20 GND —— —— GND 19
Top Side Bottom Side
Viewed From Top Viewed Frgm Bottom
)
Pin Logic Symbol D*c tion
N
1 GND Ground / P
2 CML-I Tx2n Transmitter Inverted DM
3 CML-I Tx2p Transmitter Non-Irr!WMa Input
4 GND Ground A V
5 CML-I Tx4n Transmitt%ekd Data Input
6 CML-I Tx4p Transﬁ?t?\ n-Inverted Data Input
- o0 | oant—
8 LVTTLA ModSelL {Wodule Select
hd
9 LVTTL-I Rese%Module Reset
10 Vce Rx +3.3V Power Supply Receiver
11 LVCI:/'\(A)OS_ SCL 2-wire serial interface clock
12 LVCI;;\(A)OS' SDA 2-wire serial interface data
13 GND Ground
14 CML-O Rx3p Receiver Non-Inverted Data Output
15 CML-O Rx3n Receiver Inverted Data Output
16 GND Ground
17 CML-O Rx1p Receiver Non-Inverted Data Output
18 CML-O Rx1n Receiver Inverted Data Output
19 GND Ground
20 GND Ground
21 CML-O Rx2n Receiver Inverted Data Output
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22 CML-O Rx2p Receiver Non-Inverted Data Output
23 GND Ground
24 CML-O Rx4n Receiver Inverted Data Output
25 CML-O Rx4p Receiver Non-Inverted Data Output
26 GND Ground
27 LVTTL-O ModPrsL Module Present
28 LVTTL-O IntL Interrupt
29 Vce Tx +3.3V Power supply transmitter
30 Vcel +3.3V Power supply
31 LVTTL- LPMode Low Power Mode
32 GND Ground
33 CML-I Tx3p Transmitter Non-Inverted Data Input
34 CML-I Tx3n Transmitter Inverted Data Input
35 GND Ground R
36 CML-I Tx1p Transmitter Non-Inverted Data Input %'
37 CML-I Tx1n Transmitter Inverted Data Input ( )
38 GND Ground \\v
~
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SFP+ Pin Function Definition
Pin Logic Symbol Description

1 VeeT Module Transmitter Ground
2 LVTTL-O Tx_Fault Module Transmitter Fault
3 LVTTL-I Tx_Disable Transmitter disable; Turns off transmitter laser output
4 LVTTL-I/O SDA 2-wire Serial Interface Data Line (Same as MOD-DEF2 in INF-8074i)
5 LVTTL-I/O SCL 2-wire Serial Interface Clock (Same as MOD-DEF1 in INF-8074i)
6 Mod_ABS Module Absent, connected to VeeT or VeeR in the module
7 LVTTL-I RSO Rate Select 0, optionally controls SFP+ module receiver
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8 LVTTL-O Rx_LOS Receiver Loss of Signal Indication (In FC designated as Rx_LOS and in
Ethernet desianated as Sianal Detect)
9 LVTTL- RS1 Rate Select 1, optionally controls SFP+ module transmitter
10 VeeR Module Receiver Ground
1 VeeR Module Receiver Ground
12 CML-O RD- Receiver Inverted Data Output
13 CML-O RD+ Receiver Non-Inverted Data Output
14 VeeR Module Receiver Ground
15 VceR Module Receiver 3.3 V Supply
16 VeeT Module Transmitter 3.3 V Supply
17 VeeT Module Transmitter Ground
18 CML-I TD+ Transmitter Non-Inverted Data Input
19 CML-I TD- Transmitter Inverted Data Input
20 VeeT Module Transmitter Ground

General Product Characteristics

\\\C’(o

QSFP28 DAC Specifications

Number of Lanes

Channel Data Rate

Operating Temperature

f'Wus Gbps
A NAow+70C

Storage Temperature o N -40 to + 85°C
Supply Voltage f\‘ 3.3 V nominal
Electrical Interface A V 38 pins edge connector(QSFP+)
Management Interface N Serial, IZC
High Speed Characteristics
Parameter Symbol Min Typ Max Units Notes
Differential Impedance Zd 90 100 110 Q
<-12+2* SQRT (f) with fin GH
() with fin GHz dB 0.01~4.1GHz
Differential Input Return SDDXX <-6.3+13*
Loss Log10/(f/5.5) with f in GHz dB 4.1~19GHz
c Mode O < -7+1.6*f with fin GHz 4B 0.01~12.89GH
.01~12. z
ommon Mode Output SCCXX
Return Loss -3 dB 12.89~19GHz
Difference Waveform
dWDPc 6.75 dB
Distortion Penalty
VMA Loss L 44 dB
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VMA Loss to Crosstalk
Ratio

VCR

32.5

dB

Mechanical Specifications

The connector is compatible with the SFF-8665 specification.

POS. 38 P0S. 1

[

SN Lable

P0S. 38 POS. L

100410

Pog, 20 POS, 19

! lF;);“.;i;){]v‘l‘ 26.940.2 Q
N/
Length (m) Q@G
1 .\ %o
3 %\‘ 26
5 26/24

Ordering information

Xy

N4
<O

Part Number

Product Description

QSFP28-100G-CUxM

100G QSFP28,DAC=0.5-5meters

Notes:

X=0.5~5 meters, please contact HYTOPTODEVICE for any specific length.

POST20 M;. 19
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